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LEGEND NOTES: STAGE 1
BARRICADE SPACING SHALL BE 50 CENTERS IN TAPER SECTIONS AND 100" CENTERS IN 1 INSTALL TRAFFIC CONTROL AND TEMPORARY CONCRETE BARRIER IN ACCORDANCE
% ~ WORK ZONE TANGENT SECTIONS. WITH STAGE [ MAINTENANCE OF TRAFFIC AND STANDARDS 701400, 701401 AND
‘ DISTRICT DETAILS TC-9 AND TC-17.
O - BARREADE W/ STEADY BURN LIGHT VERTICAL PANELS SHALL BE USED WHEN BARRICADES CANNOT BE PLACED ON THE
‘ EXISTING PAVEMENT OR PAVED SHOULDER. 2. COMPLETE REWOVAL OF b" OF TOP OF DECK, EASTERN PORTION OF EXISTING NORTHBOUND
[ - TYPE HI BARRICADE WITH FLASHING LIGHTS OUTSIDE LANES, AND WESTERN PORTION OF EXISTING SOUTHBOUND LANES DECK SURFACE,
AND EXISTING APPROACH PAVEMENT.
b - SIGN

3. INSTALL NEW DECK SLAB REPAIR (FULL DEPTH, TYPE II) AND BRIDGE DECK

LATEX CONCRETE OVERLAY, 2%"

END
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@ J @ |eowsrrucrio 4. CONSTRUCT NEW APPROACH PAVEMENT.
620-2 )
W4-2 wa-2 5. CONSTRUCT ROADWAY ON EAST AND WEST SIDE, OUTSIDE LANES OF I-57 IN
ACCORDANCE WITH SHEET 9.

*REPAIR OF PAVEMENT AROUND THE STUCTURE TO BY DETERMINE BY THE ENGINEER.
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CONSTRUCTION STAGING PLAN - STAGE 1
I-57 NB & SB OVER ABANDONED RR (12.8 MILES SOUTH OF US 30) | >
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